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Number CODE
DIAMETER 

(M)

DIAMETER 

(ft)
1 O2 0.2m 0.656

2 O3 0.3m 0.984

3 O6 0.6m 1.968

4 O8 0.8m 2.624

5 O9 0.9m 2.952

6 10 1.0m 3.28

7 12 1.2m 3.937

8 18 1.8m 5.905

9 24 2.4m 7.874

10 30 3.0m 9.842
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Frequency 

Range (GHz)
JAF PN

 Gain 

(dbi)   

Bottom

Gain 

(dbi)   

Middle 

Gain 

(dbi)    

Top

3dB BW 

(degs)

XPD    

(db)
VSWR

F/B Ratio   

(db)

12.75-13.25 JAF02U0135 26.6 26.7 26.9 7.1 30 1.3 52

14.4-15.35 JAF02U0155 27.4 28 28.4 6.1 30 1.3 55

17.7-19.7 JAF02U0185 29.4 29.8 30.2 4.9 30 1.3 57

21.2-23.6 JAF02U0235 31.5 31.8 32.2 4.1 30 1.3 56

24.25-26.5 JAF02U0265 32.1 32.4 32.8 3.6 30 1.3 58

27.5-29.5 JAF02U0285 33.3 33.6 34 3.2 30 1.3 59

31.8-33.4 JAF02U0325 34.5 34.6 34.8 2.7 30 1.3 60

37-40 JAF02U0385 35.8 36.2 36.5 2.3 30 1.3 61

40.5-43.5 JAF02U0425 36.5 36.7 36.9 2.1 30 1.3 61

57-66 JAF02U0605 38.8 39.1 39.3 1.4 30 1.5 56

71-86 JAF02U0805 41.3 41.8 42 1.2 27 1.5 59
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Frequency 

Range (GHz)
JAF PN

 Gain 

(dbi)   

Bottom

Gain 

(dbi)   

Middle 

Gain 

(dbi)    

Top

3dB BW 

(degs)

XPD    

(db)
VSWR

F/B Ratio   

(db)

12.75-13.25 JAF02U013D 26.2 26.3 26.5 7.1 30 1.3 52

14.4-15.35 JAF02U015D 27 27.6 28 6.1 30 1.3 55

17.7-19.7 JAF02U018D 28.8 29.2 29.6 4.9 30 1.3 57

21.2-23.6 JAF02U023D 30.9 31.2 31.6 4.1 30 1.3 56

24.25-26.5 JAF02U026D 31.3 31.6 32 3.6 30 1.3 58

27.5-29.5 JAF02U028D 32.5 32.8 33.2 3.2 30 1.3 59

31.8-33.4 JAF02U032D 33.5 33.6 33.8 2.7 30 1.3 60

37-40 JAF02U038D 34.8 35.2 35.5 2.3 30 1.3 61
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Dimensions (mm) (feet) 
    Antennas Size (m), (ft) A B C D 

0.2, 0.656 266/0.872 321/1.053 57/0.187 155/0.508 
 

               

Mechanical Specifications

Azimuth Adjustment Coarse: 360°   Fine: ± 15°

Elevation Adjustment Coarse: ± 25°   Fine: ± 15°

Diameter of Mounting Pole (mm) (inch) Φ 51~Φ 114  Φ 2.007~Φ 4.488

Wind Velocity Survival Rating (m/s) (ft/s) 70, 229.658

Wind Velocity Operational (m/s), (ft/s) 56, 183.727

Ice-Load (mm), (inches) 25.4 , 1.0

Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F

Axial Force (N), (lbf) 196,  44.06

Side Force (N), (lbf) 97, 21.806

Twisting Moment (N*m), (ft-lb) 81, 59.742
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

10.125-11.7 JAF03U10W5 28.7 29.4 30 5.5 30 1.3 55 

10.7-11.7 JAF03U0115 28 28.3 28.7 6.3 30 1.3 54 

12.75-13.25 JAF03U0135 26.6 26.7 26.9 7.1 30 1.3 57 

14.4-15.35 JAF03U0155 31.6 32.1 32.6 4.3 30 1.3 58 

17.7-19.7 JAF03U0185 33.6 34.2 34.5 3.3 30 1.3 60 

21.2-23.6 JAF03U0235 34.7 35.3 35.9 3 30 1.3 62 

24.25-26.5 JAF03U0265 36.2 36.6 37.1 2.5 30 1.3 63 

27.5-29.5 JAF03U0285 37.6 38.1 38.6 2.2 30 1.3 63 

31.8-33.4 JAF03U0325 38.7 38.9 39.1 1.8 30 1.3 58 

37-40 JAF03U0385 39.6 40.1 40.5 1.6 30 1.3 61 

40.5-43.5 JAF03U0425 40.4 40.8 41.1 1.5 30 1.3 60 

57-66 JAF03U0605 42.1 42.4 42.5 1 30 1.5 60 

71-86 JAF03U0805 43.8 44.7 45.2 0.8 27 1.5 62 
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Frequency 
Range (GHz) 

JAF PN 
 Gain 
(dbi)   

Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

ISO 

10.125-11.7 JAF03U10WD 28.3 29 29.6 5.5 30 1.3 55 35 

10.7-11.7 JAF03U011D 27.6 27.9 28.3 6.3 30 1.3 54 35 

12.75-13.25 JAF03U013D 30.4 30.5 30.6 4.7 30 1.3 57 35 

14.4-15.35 JAF03U015D 31.2 31.7 32.2 4.3 30 1.3 58 35 

17.7-19.7 JAF03U018D 33 33.6 33.9 3.3 30 1.3 60 35 

21.2-23.6 JAF03U023D 34.1 34.7 35.3 3 30 1.3 62 35 

24.25-26.5 JAF03U026D 35.4 35.8 36.3 2.5 30 1.3 63 35 

27.5-29.5 JAF03U028D 36.8 37.3 37.8 2.2 30 1.3 63 35 

31.8-33.4 JAF03U032D 37.7 37.9 38.1 1.8 30 1.3 58 35 

37-40 JAF03U038D 38.6 39.1 39.5 1.6 30 1.3 61 35 
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Mechanical  Specifications 

Azimuth Adjustment  Coarse: 360°   Fine: ± 15° 

Elevation Adjustment Coarse: ± 25°   Fine: ± 15° 

Diameter of Mounting Pole (mm) (inch) Φ 51~Φ 114  Φ 2.007~Φ 4.488 

Wind Velocity Survival Rating (m/s) (ft/s) 70, 229.658 

Wind Velocity Operational (m/s), (ft/s) 56, 183.727 

Ice-Load (mm), (inches) 25.4 , 1.0 

Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F 

Axial Force (N), (lbf) 407,  91.497 

Side Force (N), (lbf) 201, 45.186 

Twisting Moment (N*m), (ft-lb) 168, 123.910 
 

                                  

 

Dimensions (mm) (inches) 
    Antennas Size (m), (ft) A B C D 

0.3, 0.984 399/1.309 367/1.204 105/0.344 200/0.656 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

7.125-8.5 JAF06U07WS 29.6 31.1 32.2 4.7 30 1.3 57 

10.125-11.7 JAF06U10WS 33.8 34.5 35.2 3.3 30 1.3 61 

10.7-11.7 JAF06U011S 33.8 34.5 35.2 3.3 30 1.3 61 

12.75-13.25 JAF06U013S 35.8 36 36.2 2.7 30 1.3 62 

14.4-15.35 JAF06U015S 36.5 36.8 37.2 2.5 30 1.3 65 

17.7-19.7 JAF06U018S 38.4 38.9 39.1 2.1 30 1.3 67 

21.2-23.6 JAF06U023S 40 40.5 41 1.7 30 1.3 65 

24.25-26.5 JAF06U026S 41.1 41.6 42.1 1.5 30 1.3 68 

27.5-29.5 JAF06U028S 42.3 42.6 43 1.2 30 1.3 68 

31.8-33.4 JAF06U032S 43.2 43.5 43.8 1 30 1.3 61 

37-40 JAF06U038S 44.6 45.2 45.8 0.9 30 1.3 64 

40.5-43.5 JAF06U042S 45.7 46 46.3 0.8 30 1.3 65 

57-66 JAF06U060S 46.6 47 47.1 0.5 30 1.5 64 

71-86 JAF06U080S 48.6 49.1 49.6 0.5 27 1.5 67 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

ISO 

7.125-8.5 JAF06U07WD 29.2 30.7 31.8 4.7 30 1.3 57 35 

10.125-11.7 JAF06U10WD 33.4 34.1 34.8 3.3 30 1.3 61 35 

10.7-11.7 JAF06U011D 33.4 34.1 34.8 3.3 30 1.3 61 35 

12.75-13.25 JAF06U013D 35.4 35.6 35.8 2.7 30 1.3 62 35 

14.4-15.35 JAF06U015D 36.1 36.4 36.8 2.5 30 1.3 65 35 

17.7-19.7 JAF06U018D 37.8 38.3 38.5 2.1 30 1.3 67 35 

21.2-23.6 JAF06U023D 39.4 39.9 40.4 1.7 30 1.3 65 35 

24.25-26.5 JAF06U026D 40.3 40.8 41.3 1.5 30 1.3 68 35 

27.5-29.5 JAF06U028D 41.5 41.8 42.2 1.2 30 1.3 68 35 

31.8-33.4 JAF06U032D 42.2 42.5 42.8 1 30 1.3 61 35 

37-40 JAF06U038D 43.6 44.2 44.8 0.9 30 1.3 64 35 
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Mechanical  Specifications 

Azimuth Adjustment  Coarse: 360°   Fine: ± 15° 

Elevation Adjustment Coarse: ± 25°   Fine: ± 15° 

Diameter of Mounting Pole (mm) (inch) Φ 51~Φ 114  Φ 2.007~Φ 4.488 

Wind Velocity Survival Rating (m/s) (ft/s) 70, 229.658 

Wind Velocity Operational (m/s), (ft/s) 56, 183.727 

Ice-Load (mm), (inches) 25.4 , 1.0 

Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F 

Axial Force (N), (lbf) 1218, 273.817 

Side Force (N), (lbf) 601, 135.110 

Twisting Moment (N*m), (ft-lb) 505, 113.528 
 

 

Dimensions (mm) (feet) 
    

Antennas Size (m), (ft) A B C D E 

0.6, 1.96 675/26.574 382.5/15.059 271/10.669 89/3.503 210/8.267 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

5.925-7.125 JAF09U06WS 31.6 32.5 33.2 3.6 30 1.3 59 

7.125-8.5 JAF09U07WS 34 34.8 35.5 3 30 1.3 60 

10.125-11.7 JAF09U10WS 36.9 37.6 38.2 2.1 30 1.3 63 

10.7-11.7 JAF09U011S 37.5 37.9 38.2 2.1 30 1.3 63 

12.75-13.25 JAF09U013S 39 39.2 39.3 1.8 30 1.3 64 

14.4-15.35 JAF09U015S 40.1 40.3 40.6 1.6 30 1.3 67 

17.7-19.7 JAF09U018S 41.8 42.3 42.8 1.2 30 1.3 70 

21.2-23.6 JAF09U023S 43.4 43.9 44.3 1 30 1.3 67 

24.25-26.5 JAF09U026S 44.6 45 45.3 1 30 1.3 70 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

ISO 

    

      

          

7.125-8.5 JAF09U07WD 33.6 34.4 35.1 3 30 1.3 60 35 

10.125-11.7 JAF09U10WD 36.5 37.2 37.8 2.1 30 1.3 63 35 

10.7-11.7 JAF09U011D 37.1 37.5 37.8 2.1 30 1.3 63 35 

12.75-13.25 JAF09U013D 38.6 38.8 38.9 1.8 30 1.3 64 35 

14.4-15.35 JAF09U015D 39.7 39.9 40.2 1.6 30 1.3 67 35 

17.7-19.7 JAF09U018D 41.2 41.7 42.2 1.2 30 1.3 70 35 

21.2-23.6 JAF09U023D 42.8 43.3 43.7 1 30 1.3 67 35 

24.25-26.5 JAF09U026D 43.8 44.2 44.5 1 30 1.3 70 35 
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Mechanical  Specifications 

Azimuth Adjustment  Coarse: 360°   Fine: ± 15° 

Elevation Adjustment Coarse: ± 25°   Fine: ± 15° 

Diameter of Mounting Pole (mm) (inch) Φ 51~Φ 114  Φ 2.007~Φ 4.488 

Wind Velocity Survival Rating (m/s) (ft/s) 70, 229.658 

Wind Velocity Operational (m/s), (ft/s) 56, 183.727 

Ice-Load (mm), (inches) 25.4 , 1.0 

Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F 

Axial Force (N), (lbf) 2949,  662.961 

Side Force (N), (lbf) 1455, 327.097 

Twisting Moment (N*m), (ft-lb) 1425, 1,051.025 

 

Dimensions (mm) (inches) 
      Antennas Size (m), (ft) A B C D E F 

0.9, 2.952 995/39.173 398/15.669 518/20.393 1500/59.055 455/17.913 242/9.527 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

5.925-7.125 JAF12U06WS 35 35.6 36.2 2.5 30 1.3 62 

7.125-8.5 JAF12U07WS 36.8 37.3 37.7 2.2 30 1.3 63 

10.125-11.7 JAF12U10WS 40.2 40.7 41 1.5 30 1.3 67 

10.7-11.7 JAF12U011S 40 40.4 40.8 1.5 30 1.3 67 

12.75-13.25 JAF12U013S 41.9 42 42.1 1.3 30 1.3 68 

14.4-15.35 JAF12U015S 42.7 42.9 43.1 1.2 30 1.3 71 

17.7-19.7 JAF12U018S 44.2 44.7 45.1 0.9 30 1.3 73 

21.2-23.6 JAF12U023S 46 46.7 47 0.8 30 1.3 74 

24.25-26.5 JAF12U026S 47 47.4 47.8 0.6 30 1.3 75 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

ISO 

    

      

          

7.125-8.5 JAF12U07WD 36.4 36.9 37.3 2,2 30 1.3 63 35 

10.125-11.7 JAF12U10WD 39.8 40.3 40.6 1.5 30 1.3 67 35 

10.7-11.7 JAF12U011D 39.6 40 40.4 1.5 30 1.3 67 35 

12.75-13.25 JAF12U013D 41.5 41.6 41.7 1.3 30 1.3 68 35 

14.4-15.35 JAF12U015D 42.3 42.5 42.7 1.2 30 1.3 71 35 

17.7-19.7 JAF12U018D 43.6 44.1 44.5 0.9 30 1.3 73 35 

21.2-23.6 JAF12U023D 45.4 46.1 46.4 0.8 30 1.3 74 35 

24.25-26.5 JAF12U026D 46.2 46.6 47 0.6 30 1.3 75 35 
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Mechanical  Specifications 

Azimuth Adjustment  Coarse: 360°   Fine: ± 15° 

Elevation Adjustment Coarse: ± 25°   Fine: ± 15° 

Diameter of Mounting Pole (mm) (inch) Φ 51~Φ 114  Φ 2.007~Φ 4.488 

Wind Velocity Survival Rating (m/s) (ft/s) 70, 229.658 

Wind Velocity Operational (m/s), (ft/s) 56, 183.727 

Ice-Load (mm), (inches) 25.4 , 1.0 

Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F 

Axial Force (N), (lbf) 4008,  662.961 

Side Force (N), (lbf) 1978, 327.097 

Twisting Moment (N*m), (ft-lb) 1759, 1,051.025 

 

Dimensions (mm) (inches) 
      Antennas Size (m), (ft) A B C D E F 

1.2, 3.937 1246/49.055 727/28.622 872/34.330 320/12.598 439/17.283 1470/57.874 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

5.925-7.125 JAF18U06WS 38.5 39.4 39.8 1.7 30 1.3 65 

7.125-8.5 JAF18U07WS 40.1 40.8 41.1 1.5 30 1.3 67 

10.125-11.7 JAF18U10WS 42.7 43.5 44.4 1.1 30 1.3 70 

10.7-11.7 JAF18U011S 43.3 43.8 44.4 1,1 30 1.3 70 

12.75-13.25 JAF18U013S 44.8 45.2 45.5 0.9 30 1.3 72 

14.4-15.35 JAF18U015S 45.9 46.2 46.5 0.8 30 1.3 74 

17.7-19.7 JAF18U018S 47 47.8 48.4 0.7 30 1.3 76 

21.2-23.6 JAF18U023S 48.9 49.9 49.9 0.5 30 1.3 79 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

ISO 

    

      

          

7.125-8.5 JAF18U07WD 39.7 40.4 40.7 1.5 30 1.3 67 35 

10.125-11.7 JAF18U10WD 42.3 43.1 44 1.1 30 1.3 70 35 

10.7-11.7 JAF18U011D 42.9 43.4 44 1.1 30 1.3 70 35 

12.75-13.25 JAF18U013D 44.4 44.8 45.1 0.9 30 1.3 72 35 

14.4-15.35 JAF18U015D 45.5 45.8 46.1 0.8 30 1.3 74 35 

17.7-19.7 JAF18U018D 46.4 47.2 47.8 0.7 30 1.3 76 35 

21.2-23.6 JAF18U023D 48.3 48.8 49.3 0.5 30 1.3 79 35 
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Mechanical  Specifications 

Azimuth Adjustment  Coarse: 360°   Fine: ± 15° 

Elevation Adjustment Coarse: ± 25°   Fine: ± 15° 

Diameter of Mounting Pole (mm) (inch) Φ 51~Φ 114  Φ 2.007~Φ 4.488 

Wind Velocity Survival Rating (m/s) (ft/s) 70, 229.658 

Wind Velocity Operational (m/s), (ft/s) 56, 183.727 

Ice-Load (mm), (inches) 25.4 , 1.0 

Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F 

Axial Force (N), (lbf) 9758,  2,193.685 

Side Force (N), (lbf) 4816, 1,082.679 

Twisting Moment (N*m), (ft-lb) 2728, 2,012.069 

 

Dimensions (mm) (inches) 
     Antennas Size (m), (ft) A B C D E 

1.8, 5.905 1877/73.897 1044/41.102 265/10.433 367/14.448 1955/76.968 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

5.925-7.125 JAF24U06WS 40.8 41.7 42.5 1.4 30 1.3 67 

7.125-8.5 JAF24U07WS 42.4 43.3 44 1.1 30 1.3 68 

10.125-11.7 JAF24U10WS 45.1 46.2 46.8 0.8 30 1.3 71 

10.7-11.7 JAF24U011S 46 46.4 46.8 0.8 30 1.3 71 

12.75-13.25 JAF24U013S 47.5 47.7 47.8 0.7 30 1.3 73 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB 
BW 

(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

ISO 

5.925-7.125 JAF24U06WD 40.4 41.3 42.1 1.4 30 1.3 67 35 

7.125-8.5 JAF24U07WD 42 42.9 43.6 1.1 30 1.3 68 35 

10.125-11.7 JAF24U10WD 44.7 45.8 46.4 0.8 30 1.3 71 35 

10.7-11.7 JAF24U011D 45.6 46 46.4 0.8 30 1.3 71 35 

12.75-13.25 JAF24U013D 47.1 47.3 47.4 0.7 30 1.3 73 35 
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Mechanical  Specifications 

Azimuth Adjustment  Coarse: 360°   Fine: ± 15° 

Elevation Adjustment Coarse: ± 25°   Fine: ± 15° 

Diameter of Mounting Pole (mm) (inch) Φ 51~Φ 114  Φ 2.007~Φ 4.488 

Wind Velocity Survival Rating (m/s) (ft/s) 70, 229.658 

Wind Velocity Operational (m/s), (ft/s) 56, 183.727 

Ice-Load (mm), (inches) 25.4 , 1.0 

Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F 

Axial Force (N), (lbf) 17,455, 3,923.884 

Side Force (N), (lbf) 8598, 6,341.5589 

Twisting Moment (N*m), (ft-lb) 11,545, 8,515.1544 

    

Dimensions (mm) (inches) 
     Antennas Size (m), (ft) A B C D E 

2.4, 7.87 2600/102.36 515/20.27 405/15.94 455/17.91 1135/44.68 

      

 Feedhorn Dual CPR or optional Round REMEC 02, OMT: Dual CPR-90 with gaskets 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

5.925-7.125 JAF30U06WS 42.8 43.6 44.4 1.1 30 1.3 69 

7.125-8.5 JAF30U07WS 44.4 45.2 45.6 0.9 30 1.3 70 

10.125-11.7 JAF30U10WS 47.5 48.1 48.7 0.7 30 1.3 71 

10.7-11.7 JAF30U011S 47.9 48.3 48.7 0.7 30 1.3 73 

12.75-13.25 JAF30U013S 49.5 49.6 49.8 0.6 30 1.3 75 
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Frequency 
Range (GHz) 

JAF PN  Gain (dbi)   
Bottom 

Gain 
(dbi)   

Middle  

Gain 
(dbi)    
Top 

3dB BW 
(degs) 

XPD    
(db) 

VSWR 
F/B 

Ratio   
(db) 

ISO 

5.925-7.125 JAF30U06WD 42.8 43.6 44.4 1.1 30 1.3 69 35 

7.125-8.5 JAF30U07WD 44.4 45.2 45.6 0.9 30 1.3 70 35 

10.125-11.7 JAF30U10WD 47.5 48.1 48.7 0.7 30 1.3 73 35 

10.7-11.7 JAF30U011D 47.9 48.3 48.7 0.7 30 1.3 73 35 

12.75-13.25 JAF30U013D 49.5 49.6 49.9 0.6 30 1.3 75 35 
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Mechanical  Specifications 

Azimuth Adjustment  Coarse: 360°   Fine: ± 15° 

Elevation Adjustment Coarse: ± 25°   Fine: ± 15° 

Diameter of Mounting Pole (mm) (inch) Φ 51~Φ 114  Φ 2.007~Φ 4.488 

Wind Velocity Survival Rating (m/s) (ft/s) 70, 229.658 

Wind Velocity Operational (m/s), (ft/s) 56, 183.727 

Ice-Load (mm), (inches) 25.4 , 1.0 

Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F 

Axial Force (N), (lbf) 26,212, 5,892.692 

Side Force (N), (lbf) 12,916, 2,903.632 

Twisting Moment (N*m), (ft-lb) 21,588, 15,922.490 

 

 

Dimensions (mm) (inches) 
     Antennas Size (m), (ft) A B C D E 

3.0, 9.842 2600/102.36 515/20.27 405/15.94 455/17.91 1135/44.68 
 

 

 

 

 

                                                      

 
TONGYU & MOSELEY BUSINESS PARTNER JAF INTERNATIONAL, INC. 2917 Bayview Drive, Fremont, California 94538 

Tel: 1-(510) 656-1718 Tell Free: (888) 523-2425, Fax: 1-(510) 279-6100  www.jafint.com    

 

http://www.jafint.com/


29 
 

 

 

 

 

 

 

                           

 

 

TONGYU & MOSELEY BUSINESS PARTNER JAF INTERNATIONAL, INC. 2917 Bayview Drive, Fremont, California 94538 

Tel: 1-(510) 656-1718 Tell Free: (888) 523-2425, Fax: 1-(510) 279-6100  www.jafint.com    

 

http://www.jafint.com/


30 
 

 

Frequency 
Range (GHz) 

JAF PN 
Gain 
(dbi)         

Bottom 

Gain (dbi)     
Middle 

Gain (dbi)      
Top 

3db BW 
(degs) 

XPD       
(db) 

VSWR 
F/B 

ratio 
(db) 

21.2-23.6 JAF03E023S 35.2 35.6 36 2.9 30 1.3 66 

24.25-26.5 JAF03E026S 36.4 36.8 37.3 2.4 30 1.3 69 

27.5-29.5 JAF03E028S 37.7 38 38.3 2.2 30 1.3 70 

31.8-33.4 JAF03E032S 38.7 38.9 39.1 1.8 30 1.3 67 

37-40 JAF03E038S 39.9 40.1 40.5 1.6 30 1.3 68 
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Mechanical  Specifications 

Azimuth Adjustment  Coarse: 360°   Fine: ± 15° 

Elevation Adjustment Coarse: ± 25°   Fine: ± 15° 

Diameter of Mounting Pole (mm) (inch) Φ 51~Φ 114  Φ 2.007~Φ 4.488 

Wind Velocity Survival Rating (m/s) (ft/s) 70, 229.658 

Wind Velocity Operational (m/s), (ft/s) 56, 183.727 

Ice-Load (mm), (inches) 25.4 , 1.0 

Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F 

Axial Force (N), (lbf) 474, 106.559 

Side Force (N), (lbf) 234, 52.605 

Twisting Moment (N*m), (ft-lb) 175, 129.073 

 

Dimensions (mm) (inches) 
    Antennas Size (m), (ft) A B C D 

0.3, .984 399/15.708 367/14.448 255/10.039 200/7.87 
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Frequency 
Range (GHz) 

JAF PN 
Gain 
(dbi)         

Bottom 

Gain (dbi)     
Middle 

Gain (dbi)      
Top 

3db BW 
(degs) 

XPD       
(db) 

VSWR 
F/B 

ratio 
(db) 

14.4-15.35 JAF06E015S 36.5 36.8 37.2 2.2 30 1.3 68 

17.7-19.7 JAF03E018S 38.4 38.9 39.1 2.1 30 1.3 70 

21.2-23.6 JAF03E023S 40 40.5 41 1.7 30 1.3 71 

24.25-26.5 JAF03E026S 41.1 41.6 42.1 1.5 30 1.3 74 

27.5-29.5 JAF03E028S 42.3 42.6 43 1.2 30 1.3 76 

31.8-33.4 JAF03E032S 43.2 43.5 43.8 1 30 1.3 71 

37-40 JAF03E038S 44.6 45.2 45.8 0.9 30 1.3 72 

 

 

 

                     

 

TONGYU & MOSELEY BUSINESS PARTNER JAF INTERNATIONAL, INC. 2917 Bayview Drive, Fremont, California 94538 

Tel: 1-(510) 656-1718 Tell Free: (888) 523-2425, Fax: 1-(510) 279-6100  www.jafint.com    

 

http://www.jafint.com/


33 
 

 

Mechanical  Specifications 

Azimuth Adjustment  Coarse: 360°   Fine: ± 15° 

Elevation Adjustment Coarse: ± 25°   Fine: ± 15° 

Diameter of Mounting Pole (mm) (inch) Φ 51~Φ 114  Φ 2.007~Φ 4.488 

Wind Velocity Survival Rating (m/s) (ft/s) 70, 229.658 

Wind Velocity Operational (m/s), (ft/s) 56, 183.727 

Ice-Load (mm), (inches) 25.4 , 1.0 

Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F 

Axial Force (N), (lbf) 1357, 305.065 

Side Force (N), (lbf) 670, 150.621 

Twisting Moment (N*m), (ft-lb) 578, 426.310 

 

Dimensions (mm) (inches) 
    Antennas Size (m), (ft) A B C D 

0.6, 1.968 675/26.574 382.5/15.059 415/16.338 210/8.267 
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Mechanical  Specifications 

Diameter of Mounting Pole (mm) (inch) 
Φ 51~Φ 114  Φ 2.007~Φ 
4.488 

Wind Velocity Survival Rating (m/s) (ft/s) 67, 219.816 
Wind Velocity Operational (m/s), (ft/s) 55, 180.446 
Operational Temperature (C°), (F°)  -45~+60 C, -49~+140 F 

Axial Force (N), (lbf) 394, 88.574 
Side Force (N), (lbf) 194, 43.612 
Twisting Moment (N*m), (ft-lb) 155, 114.322 

 

ELECTRICAL 
SPECIFICATIONS 

        

TYPE 
Frequency 

Range 
(GHz) 

HPBW-
AZ   

(deg) 

HPBW-
EL   

(deg) 

Gain 
(dbi)     

F/B 
Ratio 
(db)  

XPD       
(db) 

VSWR 
(max) 

Regulatory 
Compliance 

10G 
10.15-
10.65 

90 8 16 40 25 1.5 
ETSI EN 302 326-3 

553 

27W 24.5-29.5 30 6 21 40 25 1.5 
ETSI EN 302 326-3 

553 

27W 24.5-29.5 90 6 18 40 25 1.5 
ETSI EN 302 326-3 

553 

31G 31-31.3 60 2 23 35 25 1.5 
ETSI EN 302 326-3 

553 

39G 38.6-40 30 5 21 40 25 1.5 
ETSI EN 302 326-3 

553 

39G 38.6-40 60 2 24 35 25 1.5 
ETSI EN 302 326-3 

553 

39G 38.6-40 90 5 17.6 40 25 1.5 
ETSI EN 302 326-3 

553 
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MECHANICAL SPECIFICATIONS

TYPE Material
Dimensions 

(mm)

Dimensions 

(inch)

Gross 

Weight 

(Kg)    

Gross 

Weight 

(Lbs)    

Net Weight 

(Kg)    

Net Weight 

(Lbs)    

Packing size, 

L*W*W* 

(mm)

Packing size, 

L*W*W* (inch)

Operating Temperature 

Centigrade, Fahrenheit

Direct Aluminum Alloy 349*110*258 13.74*4.33*10.157 ≤ 4.0 ≤ 8.818 ≤ 3.0 ≤ 6.613 410*170*320 16.14*6.69*12.598  -40~+60 C, -40~+140 F

Split Aluminum Alloy 84*84*49 3.30*3.30*1.929 ≤ 1.0 ≤ 2.204 ≤ 0.6 ≤ 1.322 114*114*80 4.49*4.49*3.15  -40~+60 C, -40~+140 F

ELECTRICAL SPECIFICATIONS

Freq
Frequency 

Range (GHz)
TYPE

Insertion 

loss max 

(db)

ODU 

interface   

IEC 

ODU 

interface  

EIA  

Isolation  

min (db) 

VSWR 

(max)
Antenna Interface

6W 5.9-7.1 D 0.4 153IEC-R70 WR-137 35 1.3 Tongyu Antenna Interface or Customized for EIA

7W 7.1-8.5 S/D 0.3/0.4 153IEC-R84 WR-112 35 1.3 Tongyu Antenna Interface or Customized for EIA

10W 10.1-11.7 S/D 0.3/0.4 153IEC-R100 WR-90 35 1.3 Tongyu Antenna Interface or Customized for EIA

11G 10.7-11.7 S/D 0.3/0.4 153IEC-R100 WR-90 35 1.3 Tongyu Antenna Interface or Customized for EIA

13G 12.75-13.25 S/D 0.4/0.4 153IEC-R120 WR-75 35 1.3 Tongyu Antenna Interface or Customized for EIA

15G 14.4-15.35 S/D 0.4/0.4 153IEC-R140 WR-62 35 1.3 Tongyu Antenna Interface or Customized for EIA

18G 17.7-19.7 S/D 0.4/0.6 153IEC-R220 WR-42 35 1.3 Tongyu Antenna Interface or Customized for EIA

23G 21.2-23.6 S/D 0.4/0.6 153IEC-R220 WR-42 35 1.3 Tongyu Antenna Interface or Customized for EIA

26G 24.25-26.5 S/D 0.4/0.8 153IEC-R220 WR-42 35 1.3 Tongyu Antenna Interface or Customized for EIA

28G 27.5-29.5 S/D 0.4/0.8 153IEC-R320 WR-28 35 1.3 Tongyu Antenna Interface or Customized for EIA

32G 31.8-33.4 S/D 0.5/1 153IEC-R320 WR-28 35 1.3 Tongyu Antenna Interface or Customized for EIA

38G 37-40 S/D 0.5/1 153IEC-R320 WR-28 35 1.3 Tongyu Antenna Interface or Customized for EIA

42G 40.5-43.5 D 1 R400 WR-227 35 1.3 Tongyu Antenna Interface or Customized for EIA

80G 71-85 D 1.5 R740 WR-12 30 1.5 Tongyu Antenna Interface or Customized for EIA
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 TONGYU HEADQUARTERS                                    Address: No. 3 

Jintong St. State-Level Torch HI-Tech Industrial Development 

Zone, Zhongshan, Guangdong, China Tel:+86-760-85312820, 

(International business)Website: www.tycc.cn 

JAF International, Inc. Address: 2917 Bayview Drive, Fremont, 

California, 94538 USA.   Tel: 1-510-656-1718, Toll free: 1-888-

523-2425, Fax: 1-510-279-6100, Website: www.jafint.com   

 

tel:+86-760-85312820
http://www.tycc.cn/
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Have a good day.  

Alan Nichols 

RF and Networking Engineer 

JAF International, Inc. 

2917 Bayview Drive, Fremont, California 94538   

Tel: 1-510-656-1718  Fax: 1-510-279-6100   JAF Website: www.jafint.com  

Nevada Office 1-775-622-3601, Fax: 1-775-372-6073 

Email: Alan@jafint.com    
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